Installing the Bracing System
• When you have completed your third or fourth course of Eco Block, it is time

  to stand and attach the bracing system to the Eco Block wall.

• Braces are to be spaced .500mm off the corner and between 1.2m to 1.8m

  intervals.  The intervals are determined by the size of the concrete cavity.  For

  example for a 101mm concrete cavity the bracing may be at 1.8m, whilst for

  152mm cavity the braces may be placed at 1.5m intervals.
• Place the strong back precisely on the chalk line that was previously

  snapped on the footing/slab.

• The strong back must be aligned with the plastic web.

• Use a 15mm screw with a wide head to screw the strong back to the web.

• When screwing the strong back into the webs, make sure to place the

  screws in the top of the slots, snug them, but do not over tighten. This will

  allow the forms to “settle” slightly as the concrete is placed.
• When the wall is plumb, attach the foot of the strong back to the slab or

  footing with concrete tap cons.
• Place the seat of the brace on the strong back.

• Now secure the diagonal turnbuckle to the slab or soil making sure the

  turnbuckle is in the middle position so it can be adjusted in either direction.
• Note: If the walk boards are 2.4m or more above the ground, you must

  install the hand rails and toe boards.  We recommend that you use the

  hand rail at all times.  
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The installation DVD will show you a step by step process to install the brace.
