Installation of formwork for windows and doors
1.  Formwork for all the doors and windows can be installed,

     (a)  As you install the wall or

     (b)  When you have finished installing the wall
2.  There are various options available with respect to setting formwork around

      the windows and doors. You may choose either of the following,

     (a) 18mm timber form work

     (b) Polystyrene formwork

     (c) Powder coated pressed steel form work
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Wall inserts and other pre-placement attachments
1.  Put sleeves for penetrations and anchors for interior walls into the formwork before the pour.

2.  Put a sleeve for anything that will have to pass through the wall, such as:

(a)  Water, electric, phone, CATV and gas service

(b)  Sewer connection

(c)  Wire for outdoor lights and doorbells
3.  Use a length of PVC pipe longer than the width of the wall for easy placement.
1. The diameter of the PVC pipe should be slightly larger than what will be placed through it.

2. Use expanding foam to seal around the pipe.

3. After the pour is complete and the bracing system is removed, trim the excess PVC flush with the forms.
Technical Tip:  Make a comprehensive list of penetrations and add to a pre-pour checklist.  When you have

finished assembling the Eco-Block wall and the formwork, and before you place the concrete, it is important that you:

Plumb the wall
Plumb and straighten all walls before the pour. By attaching scrap 50mm x 90mm in the corners 
vertically on the top course of forms, you will be able to run a string line around the building. As 
one worker measures along the wall to make sure the distance between the string and the wall is 
consistent, someone else can be adjusting the kickers as necessary to bring the wall into plumb.
Technical Tip:

Again, check to make certain that the diagonal turnbuckles of the wall alignment system are adjusted 
to the middle of their travel.
Covering the top of wall
If another storey  of Eco-Block will be built on top of this one, cover all the top edges of the wall with 
wide tape or something else removable. This keeps the top of the forms clean, which allows additional 
forms to be stacked on top.
Technical Tip:

1.2m-1.8m pieces of plastic or aluminium gutter work well to cover the top of the wall. These pieces 
may be moved along as you pour.  Wide tape will also work well to cover the top of the block.
Use the Pre Placement checklist on the next page to ensure that you are ready for the next phase, placement of concrete.
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Concrete pump and boom in operation 
