Interior
Workers can screw plaster board and other forms of panelling to the plastic webs just as it attaches over frame construction.  You can use a foam-compatible adhesive in addition to or instead of screws if you prefer. Check with your local building code if you choose to use only foam - compatible adhesive.
Eco-Block recommends using screws, however if you choose to nail, use ring-shank nails for a better grip.  
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Example of fixing plasterboard to Eco Block

For very heavy wall-mounted fixtures (like a sink), rout out or hot knife the foam to make room for timber 
that you attach directly to the concrete with concrete screws.  Later you can screw the fixture to the wood. When installing cabinets, it is a good idea to screw plywood, sized slightly smaller than the outline of the cabinets to the Eco-Block.  This provides an excellent surface for fastening the cabinets. Butt the wallboard directly up to the edge of the plywood.
Exterior
Any nailed or screwed siding (plastic, vinyl, timber and cement sheets) attaches to the Eco-Block webs. 
Eco-Block recommends screwing with #10 course thread screws, however, if you choose to nail, use ring-shank nails for a better grip.  

Consult the manufacturer of the siding for specific installation instructions. Eco-Block can accommodate either a cement render or an acrylic-based product.   Both types are typically reinforced with fibreglass 
mesh.  They are durable and resist cracking in both hot and cold climates.  For the proper installation

requirements, consult the manufacturer of the stucco product you choose.
Below grade, use water proofing just as you would over a conventional basement. 
(Refer to our design consideration manual).

Self-adhesive membranes work well as do spray-on and roll-on products so long as they are 
foam-compatible. (Refer to our design consideration manual).

Very Important
Products with solvents in them can dissolve the foam, so check with the manufacturer or distributor of the waterproofing product concerning application to EPS, prior to application.  
Please refer to the installation video for more examples.

Additional Professional Design Details are available from Eco-Block Australia Pty. Ltd. 
Please contact your local Distributor or Eco-Block 1800-669-696.
This manual is a guide, if you are unsure on how to complete any part of the installation process contact your Distributor who will assist you.
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Eco-Block Basement with braces erected, hand rails
