Labour Guidelines

To achieve optimum results when building an Eco-Block structure, the ideal crew

would consist of:

· One experienced person (who understands level, plumb and square)

· Two labourers

The question is frequently asked -"How much labour is required to install Eco-Block

ICFs?".  After carefully monitoring many past projects, the following guidelines have been

developed.  These labour rate guidelines assume that the footings or concrete slab are

in place and ready to accept the first course of forms. These rates also assume a

standard height of 2.4m. The labour rates include erecting the forms, erecting and

stripping the alignment system, placing re-bar and concrete, and cleaning the site.

Below Grade Walls: (basements etc) Guidelines vary from .05 to .07 man hrs.
per .0929 square metre of wall
In other words, if a person was being paid $20.00/hr and was experienced, the labour

cost would be .05 man-hrs / square metre of wall x 20 / hr = $1.07 per .0929 square

metre of wall.
Above Grade Walls:  Guidelines vary from .07 to .09 man-hrs per .0929

square metre of wall

These guidelines are higher due to the fact that there is usually more window and door

openings as well as more climbing required.  Applying the above guidelines at a pay rate

of $20/hr @ .07 man-hrs / square metre of wall would equal $1.30 to $1.40 per .0929

square metre of wall.
These labour rates are offered only as guidelines, and may vary depending on the complexity of

the project and experience of the installer.

